.1^ 



TINN - S.N. 10/014,582 


VERSION WITH MARKINGS TO SHOW CHANGES MADE 


4©r 


ABSTRACT OF THE D I SCLOSURE 


CONNECTOR DEVICE ABSTRACT OF THE DISCLOSURE 

A connector device for forming a structural inter-connection between two 
members, such as an inclined hand rail and a vertical support post, and which 
permits variation of the angle of inter-connection compr is es includes a body 
portion having a bore defining a housing to receive one of two members to be 
inter-connected and a stem portion of substantially cylindrical form having a 
major axis disposed substantially perpendicular to the major axis of said the bore 
defined by the body portion, said the stem portion being adapted to be received, 
in use, in a housing defined by a bore of a second of the two members to be 
inter-connected by the connector device, and said the stem portion comprising in 
the outer surface thereof an annular groove having the major axis thereof 
coincident with the major axis of the stem portion and said the annular groove 
being provided axially inwards from the distal end of the stem portion. 

I n us e to form an ass e mbly a l ocking m e mb e r may b e prov i d e d to e xt e nd i nto the 
groov e from th e hou s ing of th e se cond m e mber and inhib i t ax i al movement of the 
st e m portion aw a y from s a id hous i ng but a ll ow r el at i v e rot a tiona l movem e nt, and 
to e xt e nd furth e r i nto th e groov e to inhibit both ax i a l and rot a t i ona l mov e m e nt. 
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